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Heavy Duty Series
Tapered Shaft Torque – Specifications

Eaton®

Heavy Duty – Models 33 thru 76
Tapered Shaft Nut Torque Specifications

Be advised that the shaft nut torque specifications on the Heavy Duty Series Models 33 thru
76 has been increased.  Note the new torque values listed below.

To help in the removal of the Yoke we suggest using a Tapered Shaft Yoke Puller Tool, which
is described on back of this form.

This Service Bulletin replaces previous versions as we discovered some errors in the dimen-
sions referenced on the Tapered Shaft Yoke Puller Tool.  Plus we reduced the required effec-
tive thread length size of the 7/8" bolt.  We found that 2" effective thread length works fine and
this type of bolt is more easily sourced.  We apologize for any inconvenience these errors may
have caused.

All dimensions given in millimeters [inches].

Clearance
57,7 [2.27]

Dia.

48,01
[1.890]

19,30/18,80
[.760/.740]

76,2
[3.00]

Shaft Dia.

125,33/124,67 mm Taper Per Meter
[1.504/1.496 in. Taper Per Foot]

3,96 [.156] Dia. Thru

1"-20 UNEF-2B Grade 5 slotted hex locknut per
SAE J-501 (except 38.1 [1.50] across flat).
Torque to 434 Nm [320 lbf·ft] plus torque 
required to align slotted nut with shaft cross hole
not to exceed 563 Nm [415 lbf·ft].  Lubricate nut 
face and shaft threads. 

Key Width
9,499/9,474

[.3740/.3730]

Compatible with ISO 3019/1
(SAE-J744) Specifications

Tapered Shaft Models 33 thru 64

Shaft Dia.
35,05/34,90-35,05 [1.380/1.374]

38,08/38,23 [1.499/1.505]

Clearance
68.1 [2.68]

Dia.

125.33/124.67 mm Taper Per Meter
[1.502/1.498 in. Taper Per Foot]

Shaft Dia.
44.48/44.43
[1.751/1.749]

1 1/4-18 UNEF-2B Grade 5 slotted hex locknut per
SAE J-501 (except 47.7 [1.88] across flat).
Torque to 542 Nm [400 lbf·ft] plus torque 
required to align slotted nut with shaft cross hole 
not to exceed 813 Nm [600 lbf·ft].  Lubricate 
shaft and threads. 

3.96 [.156] Dia Thru

85.8
[3.38]

53.98
[2.125]

22,45/21,95
[.885/.865]

Key Width
11.087/11.062
[.4365/.4355]

Tapered Shaft Model 76
Compatible with ISO 3019/1
(SAE-J744) Specifications
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.170"

.250" Dia. Tip.350" Dia.

7/8"-14 UNF Hex Head Bolt
with 2.00" Effective Thread Length

(4) 5/16"-18 x 2.5" Hex Head Bolts,
Nuts and Flat Washers

Guide Tip

1.406"

Tapered Shaft Yoke Puller
(for 1310 and 1350 Yokes)

Radius
.25"
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